
Pulsation Damper Jectceiea,
Bladder Type~ Stainless wetted

0.75" AF Hu
Swiwel Nut
Use Sl~ndard

Wrench

Licensed M. Packer
Sirlce 1963
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With Twin Port
Piping Base
TRUE
THRU-FLQW
CONNECTION
No Flow Reversal
Pressure loss.
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Jacketed /·//·/lllllt;t;/l/l
ortentotton- This vtew- beneiJth suction, for bubbles to rise.

For Suction Side Vapor Pressure problems
COOL THE SUCTION STREAM

Special Orientstion for instetlstion beneeth vertical suction check valves
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"O"-RING FACE
~SEAL
CONNECTION TO

PIPING BASE ";:J~~
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The PulseGuard "Top Hat" a llows f1uching of pipe crud, and pipe hydro_test
befor the damper capsule is bolted on, may a lso be used to repl ace the
dampner during service.

ss Extra
100% GTAW

SHOP I JOB Nb,.
WELDING. WNb,.

WEIGHT Est.

Mt, . Ht./Cast/PO # CUSTOMER
CUSTOMER Ref.
3 Rd. Part OA
DOCUMENTATION LEVEL
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~~I:::::Qlli:BIf'lli!J'L=======~:\i[!J[~~~@.!~~~;:::::::========PU IseG uard "y-Til Block Connection Optionsr:; Privides an "0" ring and bolts interface between a pipe system and
f-;<--t---------------t-.-I---------1*"''''*'==''-*'':c----------:c:r:::::Ithe dampner capsule, ensures f1o-thru pressure wave interception,
~-t--------------+.-I---------1"""""'i'ioii~"""".=------'i'$s'-';E2xt:::lra in place f1ushability, saves flange and "T", 37.5° butt weld to system.
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For Americas & Pacific 01(1)910-270-2737
For Euro e &East ·-440 162-480·9625
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